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EC TYPE EXAMINATION CERTIFICATE

Component intended for use on/in equipment or protective system
intended for use in potentially explosive atmospheres
Directive 94/9/EC

EC type examination certificate number: ISSeP11ATEX001U

Component: Windows of type Z 8002/1 and Z 8002/2.

Applicant — Manufacturer — Autherized representative-inthe Community:
Index Elektro B.V.

Harregatplein 15
3214 VP Zuidland
The Netherlands

Address:

This component and any acceptable variation thereto is specified in the schedule to this certificate and
the documents therein referred to.

ISSeP, notified body n° 0492 in accordance with article 9 of the Council Directive 94/9/EC of 23
March 1994, certifies that this component has been found to comply with the Essential Health and
Safety Requirements relating to the design and construction of components intended for use in
potentially explosive atmospheres given in annex II to the Directive.

The examination and test results are recorded in confidential report n® 10108.

Compliance with the Essential Health and Safety Requirements has been assured by compliance to the
documents:
EN 60079-0: 2009
EN 60079-31: 2009

EN 60079-7: 2007

The symbol "U" placed after the certificate number indicates that this certificate must not be mistaken
for a certificate intended for an equipment or protective system. This partial certification may be used
as a basis for certification of an equipment or protective system.

This EC TYPE EXAMINATION CERTIFICATE relates only to the design and construction of the
specified component. If necessary, other requirements of this directive may apply to the manufacture
and supply of this component.

The marking of the component shall include the following indications:
-@H2G / ExelIIC Gb
-@112 D / ExtbIIIC IP66 Db

Colfontaine, 12/01/2011.

INSTITUT SCIENTIFIQUE DE SERVICE PUBLIC
Zoning A. Schweitzer, rue de la Platinerie
B-7340 COLFONTAINE (Wasmes)
Tél: ++ 32 65 610811 — Fax: ++ 32 65 610808
e-mail : colfontaine@issep.be

ambert Marcel,
Directeur.

This certificate may only be reproduced in its entirety and without any change, schedule included
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SCHEDULE

EC TYPE EXAMINATION CERTIFICATE N° ISSeP11ATEX001U

Description of the component

- Windows of type Z 8002/1 and Z 8002/2.

- Windows comprise a fixed frame and a hinged window.
- Sealing gaskets ensure the degree of protection IP66.

- Ambient temperature range: -20 °C < Ta <+55 °C.

Marking

- Name or registered trade mark of the manufacturer.
- Manufacturer's type identification.
- Specific markings of the protection and codes:

-@II2G / ExelIC Gb

- @ 112D / ExtbIIIC IP66 Db
- Indication of the testing station followed by the certificate reference and by the symbol "U".
- Temperature range: -20 °C < Ta <+ 55 °C
- Marking normally required by the standards for construction of the electrical apparatus

Routine verifications and tests: (Clause 27 of EN 60079-0)

- The manufacturer shall make the routine verifications and tests necessary to ensure that the
electrical apparatus produced complies with the specification submitted to the testing station
together with the prototype or sample.

Eventual prescriptions: None

Report n° 10108 completed by 8 documents.

Special condition for safe use: None

Essential Health and Safety Requirements

The Essential Health and Safety Requirements are covered by:
- The conformity to the Standards at (9).

- All safety measures taken by the manufacturer and described in the descriptive documentation
listed at (16)

This certificate may only be reproduced in its entirety and without any change, schedule included
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W CERTIFICAT D'EXAMEN CE DE TYPE
2) Composant destiné a étre utilisé a la surface ou au sein d'un appareil
ou d'un systéme de protection destiné a étre utilisé en atmosphéres explosibles
Directive 94/9/CE

(3)  Numéro du certificat d'examen CE de ISSeP11ATEX001U
type :

(4) Composant : Fenétres de type Z 8002/1 et Z 8002/2.

(5) Demandeur — Fabricant — Représentant-autorisé-surle-territoire-de-la-Communauté :

Index Elektro B.V.

(6) Adresse: Harregatplein 15

3214 VP Zuidland
Pays-Bas

(7)  Ce composant et toute autre variante acceptable de celui-ci est spécifié dans l'annexe du présent
certificat et dans les documents qui s'y rapportent.

(8) ISSeP, organisme notifié n° 0492 conformément a 1'article 9 de la Directive du Conseil 94/9/CE du
23 mars 1994, certifie que ce composant répond aux Exigences Essentielles de Santé et de Sécurité
en ce qui concerne la conception et la construction des composants destinés a étre utilisés en
atmospheéres explosibles, décrites en annexe II de la Directive.

Le rapport confidentiel n® 10108 présente les résultats des examens et des essais.

(9) La conformité aux Exigences Essentielles de Santé et de Sécurité a été vérifiée par le biais de la

conformité aux documents : EN 60079-0 : 2009 EN 60079-7 : 2007
EN 60079-31 : 2009

(10) Le symbole "U" placé apres le numéro du certificat signifie que celui-ci ne doit pas étre considéré a
tort comme un certificat pour appareil ou systeme de protection. Cette certification partielle peut étre
utilisée comme base pour la certification d'un appareil ou d'un systéme de protection.

(11) Ce CERTIFICAT D'EXAMEN CE DE TYPE se rapporte uniquement a la conception et a la
construction du composant spécifié. Si nécessaire, d'autres exigences de cette directive seront
imposées a la fabrication et a la fourniture de ce composant.

(12) Le marquage de ce composant comprend les indications suivantes:

-@H2G / ExelIC Gb
-@II2D / Ex tb IIIC IP66 Db

Colfontaine, le 12.01.2011.

INSTITUT SCIENTIFIQUE DE SERVICE =~
PUBLIC
Zoning A. Schweitzer, rue de la Platinerie
B-7340 COLFONTAINE (Wasmes)
Tél: ++ 32 65 610811 — Fax: ++ 32 65 610808
e-mail : colfontaine@issep.be

ambert Marcel,
Directeur.

Ce certificat ne peut étre reproduit que dans son intégralité, y compris 1'annexe, sans aucune modification
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ANNEXE

CERTIFICAT D'EXAMEN CE DE TYPE N° ISSeP11ATEX001U

Description du composant

- Fenétres de type Z 8002/1 et Z 8002/2.

- Les fenétres comportent une partie fixe ainsi qu'une partie mobile tenue par des charniéres.
- Des joints d'étanchéité assurent le degré de protection IP66.

- La gamme de températures ambiantes est : -20 °C < Ta <+55 °C.

Marquage

- Le nom ou la marque déposée du fabricant.
- La désignation du type donnée par le constructeur.
- Les marquages spécifiques a la protection et les codes :

-@IIZG / ExellICGb

- @ 112D / Extb IIC IP66 Db
- L'indication de la station d'essais suivie de la référence du certificat et du symbole "U".
- La gamme de températures : -20 °C < Ta <+ 55 °C
- Le marquage normalement prévu par les normes de construction du matériel électrique.

Vérifications et essais individuels : (art. 27 de EN 60079-0)

- Le constructeur doit effectuer les vérifications et essais individuels nécessaires pour garantir que
le matériel électrique produit est conforme & la spécification soumise & la station d'essais avec le
prototype ou échantillon.

Prescriptions éventuelles : Sans objet

Le rapport n°® 10108 complété par 8 documents.

Condition spéciale pour une utilisation sfire : Sans objet

Exigences Essentielles de Santé et de Sécurité

Les Exigences Essentielles de Santé et de Sécurité sont couvertes par :
- La conformité aux normes reprises au point 9.

- Les mesures de sécurité prises par le constructeur et décrites dans la documentation descriptive
reprise au point 16.

Ce certificat ne peut étre reproduit que dans son intégralité, y compris I'annexe, sans aucune modification

2/2




