DET NORSKE VERITAS
EC-TYPE EXAMINATION CERTIFICATE

2] COMPONENT INTENDED FOR USE IN EQUIPMENT OR PROTECTIVE SYSTEM INTENDED FOR USE IN POTENTIALLY
EXPLOSIVE ATMOSPHERES DIRECTIVE 94/9/EC

[3]  EC-Type Examination Certificate Number: DNV 10 ATEX 87339U

[4] Component: Explosion-proof electric apparatus module Z0512
series

[51  Applicant — Manufacturer: INDEX ELEKTRO BV

[6]  Address: Harregatplein 15
3214 VP Zuidland
Netherlands

[71  This component and any acceptable variation thereto is specified in the schedule to this certificate and the documents
therein referred to.

[8] DNV, notified body number 0575 in accordance with Article 9 of Council Directive 94/9/EC of 23 March 1994,
certifies that this component has been found to comply with the Essential Health and Safety requirements relating to
the design and construction of equipment and protective systems intended for use in potentially explosive atmospheres
given in Annex II to the Directive.

The examination and test results are recorded in confidential reports listed in section 14.

[91  Compliance with the Essential Health and Safety Requirements has been assured by compliance with:

EN60079-0:2009, EN 60079-1: 2007 and EN 60079-7: 2007

[10] The sign ‘U’ placed after the certificate number indicates that this certificate must not be mistaken for a certificate
intended for an equipment or protective system. This partial certification may be used as a basis for certification of an
equipment or protective system.

[11] This EC-TYPE EXAMINATION CERTIFICATE relates only to the design and construction of the specified
component. [f applicable, further requirements of this Directive apply to the manufacturer and supply of this
component.

[12] The marking of the equipment or protective system shall include the following:
€ 1M2G  ExdelICGb  Tamb: -40°C to +70°C

Hovik, 2011-01-10
for Det Norske Veritas AS

MiTuwe

{ Marianne Spzren NORSK

ARKKREDITERING
PROD 019

Certification Manager

Notice: This Certificate is subject to terms and conditions overleaf. Any significant change in design or construction may render this Certificate invalid.

The digitally-signed-and-electronically-distributed-document-is-the-original-and-valid-certificate.-Ref:-- www.dnv.com/digitaisignatures |-

If any person suffers loss or damage which is proved to have been caused by any negligent act or omission of Det Norske Veritas, then Det Norske Veritas shall pay compensation to such person for his proved direct loss or damage.
However, the compensation shall not exceed an amount equal to ten times the fee charged for the service in question, provided that the maximum compensation shall never exceed USD 300.000. In this provision “Det Norske Veritas" shall
mean the Foundation Det Norske Veritas as well as all its subsidiaries, directors, officers, employees, agents and any other acting on behalf of Det Norske Veritas.
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[13] Schedule
[14] EC-TYPE EXAMINATION CERTIFICATE No.: DNV 10 ATEX 87339U
Certificate History

Revision | Description Report no. [ssue date
- Original certificate 2011-3013 2011-01-10

[15] Description of component
70512 Explosion-proof electric apparatus module are covered following seven categories: explosion-proof AC
contactor module reversible explosion-proof AC contactor module, explosion-proof magnetic starter module(AC
contactor + thermorelay), explosion-proof thermorelay module, explosion-proof time relay module, explosion-proof
miniature relay module and explosion-proof motor protection switches module. The structure of the seven explosion-
proof electrical apparatus modules are flameproof type and their built-in terminals are the increased safety type.

Type Identification
Z0512- BDI, Z0512- BDIN, Z0512- BZC,Z0512- BZCI, Z0512- BPK, Z0512- BH3, Z0512-BMY

Electrical Data

BDI Explosion-proof AC contactor module, BDIN Explosion-proof reversible type AC contactor
module:

Rated voltage: 690V,

Rated current: up to 38A

On-off capacity: up to 18.5KW,

Coil voltage: up to 440V

Rated voltage of auxiliary contact: 690V,

Rated current of auxiliary contact: 10A

Connection type: main contacts 1~10mm2 (6~10mm?2 used in conjunction with compression lug)
auxiliary contacts 1~2.5mm?2

BZCI Explosion-proof magnetic starter module (AC contactor+ thermorelay)

Rated voltage: 690V,

Rated current: up to 38A

On-off capacity: up to 18.5KW,

Coil voltage: up to 440V

Rated voltage of auxiliary contact: 690V,

Rated current of auxiliary contact 95/96NC,97/98NO: 5A

Rated current of auxiliary contact 13/14NO, 21/22NC: 10 A

Connection type: main contacts 1~10mm?2 (6~10mm2 used in conjunction with compression lug)
auxiliary contacts 1~2.5mm2

If any person suffers foss or damage which is proved to have been caused by any negligent act or omission of Det Norske Veritas, then Det Norske Veritas shall pay compensation to such person for his proved direct loss or damage.
However, the compensation shall not exceed an amount equal to ten times the fee charged for the service in question, provided that the maximum compensation shall never exceed USD 300.000. In this provision “Det Norske Veritas" shall
mean the Foundation Det Norske Veritas as well as all its subsidiaries, directors, officers, employees, agents and any other acting on behalf of Det Norske Veritas.
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EC-TYPE EXAMINATION CERTIFICATE No.: DNV 10 ATEX 87339U

BZC Explosion-proof thermorelay module

Rated voltage: 690V

Setting range of over load trip: up to 38A

Rated voltage of auxiliary contact: 690V

Rated current of auxiliary contact: SA

Connection type: main contacts 1~10mm2 (6~10mm2 used in conjunction with compression lug)
auxiliary contacts 1~2.5mm?2

BH3 Explosion-proof time relay module

Service power supply voltage: up to 230V (DC power supply can be provided)
Range: 0.04 S~10h

Work module: Switch on and time relay action when required

Contact capacity:AC220V, 5A (Resistance load)

Connection type : 1~2.5mm?2

BMY Explosion-proof miniature relay module

Service power supply voltage: up to 240V (DC power supply can be provided)
Contact capacity:5A 220V AC, 5A 24V DC

Connection type : 1~2.5mm?2

BPK Explosion-proof motor protection switches module
Rated voltage: 440V

Setting range of over load trip:0.1~25A

AC3 on-off capacity: High up to 440V/25A

Rated on-off capacity: High up to 65kA

Capacity of auxiliary contact:AC15 , 1A/230V

Voltage trip(Under votage):230V/50Hz

(16]

[17]

(18]

Connection type: main contacts 1~10mm?2 (6~10mm2 used in conjunction with compression lug)
auxiliary contacts 1 ~2.5mm?2

Project No.: PRJC-242107-2010-PRC

Descriptive Documents
As listed in confidential report 2011-3013

Routine tests:

- A dielectric strength test shall be carried out at 1500/1880/2380 Vac (depending of rated voltage) according
to requirements of clause 6.1 of EN 60079-7: 2007

- A routine overpressure test of 1.4 MPa according to clause 16 of EN 60079-1:2007 shall be carried out on
each module.

Schedule of Limitations

- The product should be installed inside explosion-proof enclosure, which is suitable to the application area, and
providing at least IP54 protection level.

- Service ambient temperature: -40°C to +70°C

Essential Health and Safety Requirements
See part 9 of this certificate

END OF CERTIFICATE
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