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Notice: This Certificate is subject to terms and conditions overleaf. Any significant change in design or construction may render this Certificate invalid. 
The digitally signed and electronically distributed document is the original and valid certificate. Ref.: www.dnv.com/digitalsignatures 
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[2] COMPONENT INTENDED FOR USE IN EQUIPMENT OR PROTECTIVE SYSTEM INTENDED FOR USE IN POTENTIALLY 

EXPLOSIVE ATMOSPHERES DIRECTIVE 94/9/EC 
 

[3] EC-Type Examination Certificate Number:  
 

DNV 11 ATEX 95875U  

[4] Component: Explosion-proof module Type Z0818... 
 

[5] Applicant – Manufacturer or Authorized representative: INDEX ELEKTRO BV  
 

[6] Address: Harregatplein 15  
3214 VP Zuidland,  
Netherlands 
 

[7] This component and any acceptable variation thereto is specified in the schedule to this certificate and the documents 
therein referred to. 
 

[8] DNV, notified body number 0575 in accordance with Article 9 of Council Directive 94/9/EC of 23 March 1994, 
certifies that this component has been found to comply with the Essential Health and Safety requirements relating to 
the design and construction of equipment and protective systems intended for use in potentially explosive atmospheres 
given in Annex II to the Directive. 

 The examination and test results are recorded in confidential reports listed in section 14. 

[9] Compliance with the Essential Health and Safety Requirements has been assured by compliance with: 
EN 60079-0: 2009, EN 60079-5: 2007 and EN 60079-7: 2007 

[10] The sign ‘U’ placed after the certificate number indicates that this certificate must not be mistaken for a certificate 
intended for an equipment or protective system. This partial certification may be used as a basis for certification of an 
equipment or protective system. 

[11] This EC-TYPE EXAMINATION CERTIFICATE relates only to the design and construction of the specified 
component. If applicable, further requirements of this Directive apply to the manufacturer and supply of this 
component. 

[12] The marking of the equipment or protective system shall include the following:  
 

 
 II 2 G Ex eq II Gb Tamb: -25°C to +70°C 

   
Høvik, 2011-05-27  
for Det Norske Veritas AS  

  
  

Marianne Spæren   
Certification Manager PROD 019 
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[13]     Schedule 
 
[14] EC-TYPE EXAMINATION CERTIFICATE No.: DNV 11 ATEX 95875U  

 
Certificate History 

Revision Description Report no. Issue date 
- Original certificate 2011-3241 2011-05-27 

 
[15] Description of component  

Z0818 series explosion-proof module includes explosion-proof ballast module and the explosion-proof 
inverter module, which is an Ex component of combined types of "q" and "e" and should be installed in the 
enclosure with relevant type of protection . The circuit part is of type q. The material of the explosion-roof 
module enclosure and cover is PA66. Two stainless self-tapped screws are used to secure the cover and 
enclosure. The cemented joint is cemented by the special material. The interspace between the conductive 
strip and the cover is used as a breathing clearance. The enclosure of the explosion-proof module is filled 
with silica powder by vibration method. 

  
 Type Identification 

Z 08 18 /   x W -1 YJ  
       Code of inverter (the ballast not noted) 
       Rated voltage code of specification: 

1: AC110~240V (±10%) 
None: AC230V 

       The power of single lamp tube: 8W, 14W, 18W, 28W, 36W 
       Number of working lamp tube: 1, 2, 3 
       Design number 
       The year number of product developed 
       The code of abbreviated name of manufacturer 

 
 Electrical Data 

AC230V, 50/60Hz: 
Power of the explosion-proof ballast module: 1 x 8W, 2 x 8W, 3 x 8W ,1 x 14W, 2 x 14W, 1 x 18W, 2 x 18W,  
1x28W, 2 x 28W, 1x 36W, 2 x 36W 
Power of the explosion-proof inverter module: 1 x 8W, 2 x 8W, 1 x 14W, 1 x 18W, 1 x28W, 1 x 36W 

  
AC110~240V (±10%), 50/60Hz: 
Power of the explosion-proof ballast module: 1 x 8W, 2 x 8W, 3 x 8W ,1 x 14W, 2 x 14W, 1 x 18W, 2 x 18W,  
1x28W, 2 x 28W, 1x 36W, 2 x 36W 
Power of the explosion-proof inverter module: 1 x 14W, 1 x 18W, 1 x28W, 1 x 36W 
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 EC-TYPE EXAMINATION CERTIFICATE No.: DNV 11 ATEX 95875U  
 
 
[16] Project No.:  PRJC-301907-2011-PRC 
 

Descriptive Documents   
As listed in confidential report 2011-3241 

 
[17] Schedule of Limitations 
 None 
 
[18] Essential Health and Safety Requirements 
 See part 9 of this certificate 
 

END OF CERTIFICATE 
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