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Equipment: Explosion-proof Voltmeter and Ammeter Module Z0205

Optional accessory:

Type of Protection: Increased Safety; Encapsulation
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Position: Technical Operations Director
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3. The Status and authenticity of this certificate may be verified by visiting the Official IECEx Website.

Certificate issued by:

Certification Management Limited
Unit 1, Newport Business Park

New Port Road
Ellesmere Port, CH65 4LZ

United Kingdom
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Certificate No: IECEx CML 17.0176U Issue No: 0

Date of Issue: 2017-12-13

Manufacturer: Index Elektro B.V.
Harregatplein 15
3214 VP Zuidland
The Netherlands

Additional Manufacturing location(s):

This certificate is issued as verification that a sample(s), representative of production, was assessed and tested and found to comply with the
IEC Standard list below and that the manufacturer's quality system, relating to the Ex products covered by this certificate, was assessed and
found to comply with the IECEx Quality system requirements. This certificate is  granted subject to the conditions as set out in IECEx Scheme
Rules, IECEx 02 and Operational Documents as amended.

STANDARDS:

The apparatus and any acceptable variations to it specified in the schedule of this certificate and the identified documents, was found to comply
with the following standards:

IEC 60079-0 : 2011
Edition:6.0

Explosive atmospheres - Part 0: General requirements

IEC 60079-18 : 2009
Edition:3

Explosive atmospheres  Part 18: Equipment protection by encapsulation "m"

IEC 60079-7 : 2006-07
Edition:4

Explosive atmospheres - Part 7: Equipment protection by increased safety "e"

This Certificate does not indicate compliance with electrical safety and performance requirements other than those expressly included in the

Standards listed above.

TEST & ASSESSMENT REPORTS:

A sample(s) of the equipment listed has successfully met the examination and test requirements as recorded in

Test Report:

GB/CML/ExTR17.0222/00

Quality Assessment Report:

GB/CML/QAR15.0011/02
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Certificate No: IECEx CML 17.0176U Issue No: 0

Date of Issue: 2017-12-13

Schedule

EQUIPMENT:

Equipment and systems covered by this certificate are as follows:

The Explosion-proof Voltmeter and Ammeter Module Z0205-□□/□ is used for measurement and display of voltage (current) value in
hazardous areas. The Z0205 modules are intended to be installed as TS35*7.5 rail mounted or bolt fixed. The dimensions of all models are
66 mm x 66 mm x 47.5 mm.

See Annex for detailed description.

SPECIFIC CONDITIONS OF USE: NO

Annex:

IECEx CML17-0176U Annex.pdf
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Annexe to: IECEx CML 17.0176U Issue 0 

Applicant: Index Elektro B.V. 

Apparatus: Explosion-proof Voltmeter and Ammeter 

Module Z0205-□□/□ 
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The Explosion-proof Voltmeter and Ammeter Module Z0205-□□/□ is used for measurement and 

display of voltage (current) value in hazardous areas. The Z0205 modules are intended to be installed as 

TS35*7.5 rail mounted or bolt fixed. The dimensions of all models are 66 mm x 66 mm x 47.5 mm. 

Model designators are as follows: 

 

Model ratings are as follows:  

Z0205-□mA/□ Ammeter 

DC AC 50/6 0Hz 

Z0205-□V/□ Voltmeter 

AC 50/60Hz 

Z0205-□A/□ Ammeter 

AC 50-60Hz 

0 - 20/40 mA 0 – 10 V 0 – 1 A 

4 - 20/40 mA 0 – 25 V 0 – 5 A 

 0 – 40 V 0 – 10 A 

 0 – 50 V  

 0 – 100 V  

 0 – 120 V  

 0 – 150 V  

 0 – 250 V  

 0 – 500 V  
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Conditions of Manufacturer 

The following are conditions of manufacture: 

1. The manufacturer shall carry out a visual inspection of the encapsulation in accordance with IEC 

60079-18:2009 clause 9.2. 

 

Schedule of limitations 

1. The Explosion-proof Voltmeter and Ammeter Module Z0205-□□/□ must be mounted in an enclosure 

which conforms to the requirements of a recognized type of protection as specified in IEC 60079-

0:2011 and which provides a degree of protection of at least IP54. When the Explosion-proof 

Voltmeter and Ammeter Module Z0205-□□/□ are mounted in an enclosure providing type of 

protection, increased safety, "e", the creepage and clearance distances between the terminals and 

other live or earthed parts inside the enclosure shall comply with the requirements of IEC 60079-

7:2006 clause 4.3, clause 4.4 and Table 1. 

2. The Z0205 meters have a service temperature range of -40°C to +95°C and shall not be used outside 

this range. However, the upper ambient temperature limit does not take into account the heat that is 

generated whilst the meter is operating under load, therefore, this shall be considered when it is 

incorporated into a piece of equipment. 

3. The tightening torque of the wiring bolt is 1.2 Nm and the tightening torque of the EXM Ammeter 

frame bolt is 1.1 Nm. 

4. An electric strength, in accordance with IEC 60079-7:2006 clause 7.1 shall be carried out on all units 

when they have been incorporated into equipment. 
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The following documents describe the component defined in this certificate: 

Issue 0 

Drawing No Sheets Rev. Approved 
date 

Title 

8Z0205.017.001 1 of 1 1-12-17 13 Dec 2017 Labels Z0205 

 

 


